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1.  THIS DRAWING SHALL BE READ IN 
CONJUNCTION WITH ALL RELEVANT GENERAL 
ARRANGEMENT & DETAIL DRAWINGS.
 
2.  ALL COMPONENTS SHALL BE MANUFACTURED 
IN ACCORDANCE WITH THE PRODUCTION 
SPECIFICATION HRD-FM09/15.
 
3. HYDRO-BRAKE OPTIMUM™ IS ALSO AVAILABLE 
WITH ALTERNATIVE FIXING MOUNTS (E.G. CURVED 
BACK PLATE, PUSH FIT)
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REVISION HISTORY
REV BY DATE DESCRIPTION

NOTE - A pre-formed Hydro-Brake® Chamber 
Base is available from Hydro International 
with Hydro-Brake Optimum™ pre-fitted

Technical Specification Criteria
BBA Approved Head (m) Flow (L/s)
Design Point   
Flush Flow   
Kick Flow   

Physical Specification
Min. Block Width  
Min. Block Height  
Min. Sump Depth  
Min. Outlet Diameter  

OUTLET INLET

OUTLET
INLET

BBA APPROVED S__ ____ ____ ____
HYDRO-BRAKE OPTIMUM™

MIN OUTLET DIA ____ 60°

HYDRO-BRAKE 
OPTIMUM™

CAST ON CONCRETE
MOUNTING BLOCK

PIVOTING BYPASS DOOR
OPERATING SS ROPE

MASS CONCRETE 
BENCHING

PULL HANDLE
ACCESS POSITIONED ABOVE 
BY-PASS DOOR IS POSSIBLE

HYDRO-BRAKE OPTIMUM™
WITH PIVOTING BY-PASS DOOR
(SEE NOTE 3)
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STAINLESS STEEL
THROUBOLT FIXINGS
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